
 
 
 
              DERSCALANT  33 
               Sea Water Antiscalant 

 
 

Composition: 
Derscalant 33, phosponate-based, sea water is a 
water conditioning chemical designed for use in  
Reverse Osmosis and Nano-filtration membrane 
systems. 

Technical Properties: 
It is an antiscalant which had been created to 
prevent, Reverse Osmoz membrane systems in 
the sea water especially the ones that include 
burnt lime creating minerals (calcium carbonate/ 
sulfate, calcium phosphate) to clog the drinking 
water membranes. It’s been approved that it is 
compatable with every single membrane type, 
carbon steel and other common structural 
materials and it can be used in drinking water 
applications. It can help membrane systems to 
work in getting the most ideal region. It fulfills the 
need of additional acid. 

Physical Properties: 
Appearance: Yellow liquid 
Odor: Odorless 
pH: 8-9 

Why Derscalant 33 
1) Low energy and cost:  
Derscalant 33 helps to reduce water consumption 
by using less water as it allows to work at higher 
concentrations. It also reduces the cleaning 
frequency of membranes, saving energy and cost. 
2) Eficiency:  
No conditioning before filtration or due to 
improper conditioning; as a result of  membrane 
blockages and system pollution, filtration 
equipment negativity it will be damaged. 
Derscalant 33, due to its strong structure, it helps 
to be high performance of membrane's and it's  
equipment, longevity. In the system by preventing 
the problems that may occur. It Contributes to 
efficient operation. 

 
3) Easy usage: 
Derscalant 33 is a product that can be diluted with 
water and mixed with water at all ratios. 
4) Health and Environment:  
Derscalant 33 has no harmful effects on the 
environment and human health since it does not 
contain heavy metals in its structure. 

Dosage: 
Derscalant 33 should be continuously dosed into 
the feed water of the cartridge filters. 
Typical dose rate: 0.8-1.5 mg/L. 
With the Derscalant Membrane Master program, 
the product traceability, the optimum dosage and 
product identification according to the system are 
made. 
Request the Membrane Master program from our 
technical team. 

Application: 
Derscalant 33, can be diluted with pure water, R.O. 
or demineralised water. To avoid precipitation and 
opacity it should never be diluted with hard water. 
The parts of the dosing system which are in 
contact with the product must be resistant to 
weak acid and alkaline and preferably automatic 
dosage system should be used. 

Packaging and Storage: 
Dercsalant 33 should be stored above the freezing 
temperature in its original package. 
25-60 kg p.e. in the form of a bin. 
Shelf life is 2 years. 
  


