
This bulletin was published on the date of 28.12.2016. Informations in bulletin have been obtained as a result of our knowledge and experience up till now.
This bulletin does not create a legal guarantee. Deren chemicals does not accept any responsibility due to the negative results about the product in firms.
Deren Chemicals are ready to assisting with technical service and engineers, If you need.
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Why Derscalant 35

*Suitable for Reverse Osmosis 
(RO) and Nano-Filtration (NF) 
membranes.

*Compatible with all polyamide 
membranes

*Allows high recovery rates

*Replaces acid addition

*Inhibits common scales

- Barium/Strontium sulphate

- Calcium carbonate/sulphate

*Simple test method

Composition:
Derscalant 35 is a non-hazardous, synergistic blend of
phosphonates and carboxylic acids. 

Technical Properties:
Derscalant 35 has been developed as an antiscalant
for use in Reverse Osmosis and Nano-Filtration systems
operating with feed-waters containing high levels of Calcium sulphate.
Derscalant 35 is fully compatible with carbon steel and commonly used
materials of construction.
Derscalant 35  against Calcium sulphate and Calcium carbonate enable
membrane systems to be operated at their optimum recovery rate. The
strong threshold properties shown by this reduces the amount of feed
water needed and the volume of concentrate requiring disposal.
Consequently, significant savings can be made with both capital and
operational costs. Derscalant 35 is also effective against Calcium
carbonate and other commonly found scaling species.

Physical Properties:
Appearance: Light yellow liquid
Odor: Light smelling
pH: 8,0-9,0

Dosage:
Derscalant 35 should be dosed continuously to the feed water upstream
of the cartridge filter.  
Typical dosage rates are 3-5mg/l.
Derscalant 35 dose rate in the feed water should be less than 5mg/l in
potable water systems.
The optimum dosage rate can be calculated using the Derscalant 35
Membrane Master software. 
Please request Derscalant Membrane Master software from our technical
team. 

Application:
Derscalant 35 can be diluted with RO, pure water and demineralized
water. It should not be diluted with hard water to avoid precipitation and
cloudily. Dosing system parts must be resistant to weak acid and alkali.
Automatic dosing system should be used preferably.   

Packaging and Storage:
Derscalant 35 should be stored indoor at room temperature. It must be
stored in own packaging. Its shape is 25-60 kg polyethylene drums.
When stored under proper conditions, shelf life is about 2 years.  

Density (gr/cm3) = 1,32-1,34 

Inhibits Scale formation

Calcium Sulphate Scale

DERSCALANT 35
Calcium Sulphate Antiscalant


